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SPECIAL NOTE: IN LIEU OF THE ABOVE DETAIL, CURB AND SIDEWALK RAMP
8" HMA 19 H64 BASE COURSE MAY BE POURED MONOLITHICALLY AS APPROVED BY THE ENGINEER. ENTRAINED CLASS B CONCRETE. (N.J.D.O.T. SPECS)
CONSTRUCTED IN 2 - 4" LAYERS 2. A 1/2" PREFORMED EXPANSION JOINT FILLER BITUMINOUS TYPE,
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- . TILE SYSTEMS AS MANUFACTURED BY ENGINEERED PLASTI
| PAVEMENT REPAIR STRIP O o s oE SECTION C-C INC.WILLIAMSVILLE, NEW YORK, TELEPHONE NO. 1-800-882-2525
AND INSTALL GLASS B CONCRETE FILL — OR APPROVED EQUIVALENT. TACTILE TILE SIZE SHALL BE A MINIMUM
DETAIL 2 OF 24"X48"AND SHALL BE A BRICK RED COLOR. DETECTABLE
TYPICAL 9"X20" IN LIEU OF HMA 19H64 BASE COURSE. . . WARNING SURFACES SHALL BE INSTALLED ACCORDING TO THE
CORRESPONDING CONSTRUCTION DETAILS SHOWN ON THE
TYPICAL 9 x 20 CONCRETE VERTICAL TYPICAL DEPRESSED CURB AND DRIVEWAY DETAIL PLANS, THE MANUFACTURER'S RECOMMENDATION AND
VERTICAL CONCRETE ACCORDING TO SUBSECTION 607.06 SUBPART 5 DETECTABLE
N.T.S. WARNING SURFACES OF THE NJDOT STANDARD SPECIFICATIONS

11. ALL TRAFFIC STRIPES AND MARKINGS SHALL BE LONG-LIFE,

NTS. NTS. THERMOPLASTIC IN ACCORDANCE WITH SECTION 618 - TRAFFIC
STRIPES AND MARKINGS OF THE NJDOT STANDARD SPECIFICATIONS

AS AMENDED BY JERSEY CITY SUPPLEMENTARY SPECIFICATIONS.

CURBIN G/P AVEMENT REPAIR CURB /DRIVEWAY DETAIL AS AMENDED BY JERSEY CITY SUPPLEMENTARY SPECIFICATIONS.
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